§250.1106

containing H.S. (i) The Regional Super-
visor may, for safety or air pollution
prevention purposes, further restrict
the flaring of gas containing H,S. The
Regional Supervisor will use informa-
tion provided in the lessee’s H,S Con-
tingency Plan (§250.490(f)), Exploration
Plan or Development and Production
Plan, and associated documents in de-
termining the need for such restric-
tions.

(ii) If the Regional Supervisor deter-
mines that flaring at a facility or
group of facilities may significantly af-
fect the air quality of an onshore area,
the Regional Supervisor may require
the operator(s) to conduct an air qual-
ity modeling analysis to determine the
potential effect of facility emissions on
onshore ambient concentrations of SO..
The Regional Supervisor may require
monitoring and reporting or may re-
strict or prohibit flaring pursuant to
§§250.303 and 250.304.

(2) Venting of gas containing H.S. You
must not vent gas containing H,S ex-
cept for minor releases during mainte-
nance and repair activities that do not
result in a 15-minute time weighted av-
erage atmospheric concentration of
H>S of 20 ppm or higher anywhere on
the platform.

(3) Reporting flared gas containing H-S.
In addition to the recordkeeping re-
quirements of paragraphs (d) and (e) of
this section, when required by the Re-
gional Supervisor, the operator must
submit to the Regional Supervisor a
monthly report of flared and vented
gas containing HzS. The report must
contain the following information:

(i) On a daily basis, the volume and
duration of each flaring episode;

(if) H2S concentration in the flared
gas; and

(iii) Calculated amount of SO, emit-
ted.

[61 FR 25148, May 20, 1996, as amended at 62
FR 3800, Jan. 27, 1997. Redesignated and
amended at 63 FR 29479, 29486, May 29, 1998; 68
FR 8435, Feb. 20, 2003]

§250.1106 Downhole commingling.

(a) An application to commingle hy-
drocarbons produced from multiple res-
ervoirs within a common wellbore shall
be submitted to the Regional Super-
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visor for approval and shall include all
pertinent well information, geologic
and reservoir engineering data, and a
schematic diagram of well equipment.
The application shall provide the esti-
mated recoverable reserves as well as
any available alternate drainage points
which might be used to produce the
reservoirs separately.

(b) For a competitive reservoir, no-
tice of intent to submit the application
shall be sent by the applicant to all
other lessees having an interest in the
reservoir prior to submitting the appli-
cation to the Regional Supervisor.

(c) The application shall specify the
well-completion number to be used for
subsequent reporting purposes.

§250.1107 Enhanced oil and gas recov-
ery operations.

(@) The lessee shall timely initiate
enhanced oil and gas recovery oper-
ations for all competitive and non-
competitive reservoirs where such op-
erations would result in an increased
ultimate recovery of oil or gas under
sound engineering and economic prin-
ciples.

(b) A proposed plan for pressure
maintenance, secondary and tertiary
recovery, cycling, and similar recovery
operations to increase the ultimate re-
covery of oil and/or gas from a res-
ervoir shall be submitted to the Re-
gional Supervisor for approval before
such operations are initiated.

(c) Periodic reports of the volumes of
oil, gas, or other substances injected,
produced, or reproduced shall be sub-
mitted as required by the Regional Su-
pervisor.

Subpart L—Oil and Gas Produc-
tion Measurement, Surface
Commingling, and Security

SOURCE: 63 FR 26370, May 12, 1998, unless
otherwise noted. Redesignated at 63 FR 29479,
May 29, 1998.

§250.1200 Question index table.

The table in this section lists ques-
tions concerning Oil and Gas Produc-
tion Measurement, Surface Commin-
gling, and Security.
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